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FOR CONTINUATION 

SEE DRAWING NO. EA-10 


1. CONTRACTOR SHALL EXERCISE EXTREME CARE WHILE WORKING WITHIN 
THIS AREA. SPOT REMOVAL OF SPRAYED-ON FIREPROOFING MAY BE 
REQUIRED TO FACILITATE EQUIPMENT INSTALLATION, AS DIRECTED BY 

IF SPRAYED-ON FIREPROOFING IS TO BE DISTURBED FOR THE PURPOSE 

2LF, Q ^r M SL 1N , STALUT,0N ' 1HZ t-OCALIZEO ASBESTOS ABATEMENT 
SHALL BE PERFORMED ON A NET COST BASIS, AS DIRECTED BY THE 
ENGINEER. FOR COMPUTATION OF NET COST, SEE THE SECTION OF 
DIVISION I ENTITLED "NET COST WORK". 

THE PORT AUTHORITY HAS PETITIONED THE NYS-DOL TO ALLOW THE 
USE OF ENERGIZED ELECTRICAL CONDUIT WITHIN THE FULL CONTAINMENT 
WORK AREAS. PROTECTION OF THESE CONDUITS SHAU AS A MINIMUM 
INCLUDE WRAPPING AND SEALING WITH THREE LAYERS OF F.R POLY- 
ETHYLENE SHEETING AND LA8ELING FOR INSTANT RECOGNITION. 
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